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PROFILE EXISTING MH—=1 TO EXISTING MH—2

SCALE: HOR: 17=40’
VERT: 1"=10’

PROFESSIONAL CERTIFICATION. | HEREBY CERTIFY THAT
THESE DOCUMENTS WERE PREPARED OR APPROVED BY ME,
AND THAT | AM A DULY LICENSED PROFESSIONAL ENGINEER
UNDER THE LAWS OF THE STATE OF MARYLAND,

1. THE CONTRACTOR IS REQUIRED TO NOTIFY BGE AND BALTIMORE CITY
STREET LIGHTING MAINTENANCE AT 410-396—-1311 TWO WEEKS PRIOR
TO STARTING WORK.

2. THE CONTRACTOR IS REQUIRED TO PROTECT AND MAINTAIN EXISTING
STREET LIGHTING FACILITIES INCLUDING CABLE AND CONDUIT SYSTEM

3. IF THE CONTRACTOR UNCOVERS OR DAMAGES A STREET LIGHT CONDUIT
OR CABLE DURING CONSTRUCTION, THE CONTRACTOR IS REQUIRED TO
NOTIFY STREET LIGHTING MAINTENANCE AT 410-396—1311 AND BGE

AS BUILT REVISIONS

REVISIONS

NO.

DESCRIPTION

DATE

BY:

DATE:

NOTES

IMMEDIATELY.  STREET LIGHTING MAINTENANCE WILL EFFECT REPAIRS OR
DIRECT BGE TO MAKE SAFE CONDITIONS AND/OR REPLACE CABLE PRIOR
TO RESUMING CONSTRUCTION. ALL SUCH REPAIRS SHALL BE MADE AT
THE CONTRACTOR’S EXPENSE.

4. THE CONTRACTOR SHALL BE RESPONSIBLE TO PROVIDE TEMPORARY
LIGHTING AS PER BALTIMORE STANDARDS IF THE EXISTING LIGHTS CAN
NOT BE MAINTAINED IN SERVICE DURING CONSTRUCTION.

CONSTRUCTION NOTES

1. CONTRACTOR SHALL USE BALTIMORE CITY STANDARD NUMBER BC 83.03 FOR PVC
SEWER PIPE BEDDING.
2. ALL CONSTRUCTION SHALL BE DONE IN ACCORDANCE WITH THE CITY OF BALTIMORE

"DEPARTMENT OF PUBLIC WORKS STANDARD DETAILS™ DATED MARCH, 2008.

3. CONTRACTOR SHALL INSTALL NEW 8—INCH SANITARY SEWER ALONG 34TH STREET TO
NEW SCHOOL BUILDING AND AND 2-4" SANITARY HOUSE CONNECTIONS.

UTILITY NOTES

1. THE CONTRACTOR SHALL NOTIFY "MISS UTILITY" AT 1-800-257—-7777 AT LEAST FIVE

(5) DAYS BEFORE BEGINNING WORK. CONTRACTOR SHALL LOCATE ALL EXISTING
UTILITIES WITHIN THE WORK AREA PRIOR TO EXCAVATION.

2. NOTIFY WATER AND WASTEWATER MAINTENANCE DIVISION (410-396—7870) AT LEAST

TWO (2) WEEKS PRIOR TO START UP OF CONSTRUCTION ON WATER SERVICES. FOR
SANITARY, CONDUIT AND STORM WATER SERVICES, CONTACT THE PERMIT INSPECTION
SECTION AT 410-396-4840. THE CONTRACTOR MUST RECEIVE WRITTEN NOTICE TO
PROCEED FROM THE WATER & WASTEWATER MAINTENANCE DIVISION OR THE PERMIT
INSPECTION SECTION PRIOR TO PERFORMING ANY WORK.

3. CONTRACTOR SHALL TEST PIT FOR LOCATION AND DEPTH OF EXISTING UTILITIES PRIOR
TO LAYING ANY PIPE. ANY DEVIATION IN DESIGN CAUSED BY TEST PIT DATA WILL
REQUIRE A RED LINE REVISED PLAN APPROVED BY THE UTILITY ENGINEERING SECTION
PRIOR TO ANY NEW WORK.

4. CONTRACTOR SHALL TEST PIT PROPOSED UTILITY LOCATIONS FOR EXISTING UTILITIES
AND CLEARANCE PRIOR TO LAYING ANY PIPE. ANY DEVIATION IN DESIGN CAUSED BY
TEST PIT DATA WILL REQUIRE A RED LINE REVISED PLAN APPROVED BY AGENCIES
LISTED IN NOTE NUMBER FIVE. THE CONTRACTOR SHALL PROTECT AND MAINTAIN
EXISTING STREET LIGHTING FACILITIES INCLUDING CABLE AND CONDUIT SYSTEM.

5. IF THE CONTRACTOR UNCOVERS OR DAMAGES A STREET LIGHT, CONDUIT OR CABLE
DURING CONSTRUCTION, THE CONTRACTOR SHALL NOTIFY STREET LIGHTING MAINTENANCE
AT 410-396-1311 AND BGE IMMEDIATELY. STREET LIGHTING MAINTENANCE WOULD
EFFECT REPAIRS OR DIRECT BGE TO MAKE SAFE CONDITIONS AND/OR REPLACE CABLE
PRIOR TO RESUMING CONSTRUCTION. ALL SUCH REPAIRS ARE TO BE MADE AT THE
CONTRACTOR’S OR DEVELOPER'S EXPENSE.

6. CONTRACTOR SHALL NOTIFY STREET LIGHTING MAINTENANCE AT 410-396-1311, TWO
WEEKS PRIOR TO STARTING CONSTRUCTION. BGE MAY REQUIRE 30 DAYS NOTICE TO
DE—ENERGIZE AND RE—-ENERGIZE LIGHTING SYSTEM PRIOR TO REMOVAL OF STREET
LIGHT POLES.

7. THE CONTRACTOR SHALL PROVIDE TEMPORARY LIGHTING AS PER BALTIMORE CITY
STANDARDS IF THE EXISTING LIGHTS CAN NOT BE MAINTAINED IN SERVICE DURING
CONSTRUCTION UNTIL THE NEW PERMANENT LIGHTING IS INSTALLED AND IN
SATISFACTORY  OPERATION.

SURVEY NOTES

HORIZONTAL & VERTICAL DATUMS ARE REFERENCED TO THE
BALTIMORE CITY GRID MERIDIAN

COORDINATES SHOWN HEREON ARE BASED ON THE
BALTIMORE CITY GRID MERIDIAN.

#31385 N:12458.159 £:2189.152
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OWNER
MAYOR & CITY COUNCIL
707 E. 34TH STREET
BALTIMORE, MD 21218-2939
APPLICANT

BALTIMORE CITY PUBLIC SCHOOLS

200 E. NORTH AVENUE
BALTIMORE, MD 21202
445-984-2000

NO.

TYPE
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NORTHING

EASTING

INV. OUT
ELEV.

CHIEF UTILITY ENGINEERING SECTION
TOP ELEV.

MH—1

BC-851.04

48"

11,893.331

3,356.9531

198.38

TO BE SET IN FIELD

MH—-2

BC-831.04

48"

11,999.571

3,355.840

201.92

CHIEF WATER & WASTEWATER ENGINEERING DIVISION
TO BE SET IN FIELD

MH-3

BC-831.03

48"

11,799.239

2,827.523

212.08

221.00t

HEAD BUREAU OF WATER & WASTEWATER

MH—4

BC-851.04

48"

11,799.239

3,052.517

204.75

214.31%

MH=5

BC-831.04

48"

11,799.083

3,111.798

202.73

CITY OF BALTIMORE

DEPARTMENT OF PUBLIC WORKS
BUREAU OF WATER & WASTE WATER

DEVELOPER'S AGREEMENT No. 1222

PROPOSED RELOCATION OF 10 INCH SANITARY SEWER
MAIN EAST OF 35TH STREET TO ELLERSLIE AVENUE

WAVERLY ELEMENTARY SCHOOL NO. 51
BALTIMORE, MD 21202

212.35%

MH-6

BC-831.04

48"

12,002.958

3,103.193

206.58

DIRECTOR OF PUBLIC WORKS

TO BE SET IN FIELD

SCALE: AS SHOWN

FEBRUARY 3, 2011
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THE CITY OF BALTIMORE'S "BOOK OF STANDARDS", "SPECIFICATIONS FOR CONSTRUCTION™ AND THE BALTIMORE CITY BUILDING TEMPORARY TRAFFIC CONTROL EQUIPMENT FOR THE DURATION OF THE CONTRACT. 2. DATED NOVEMBER 21. 2006 AND FIELD OBSERVATIONS. E 3080.20 1
CODE. ALL DETAILS REFERENCED BUT NOT SHOWN ON THESE PLANS ARE IN REFERENCE TO THE CITY OF BALTIMORE, ’ 7 3/16" TYPIGAL — = /2" PREFORMED
DEPARTMENT OF PUBLIC WORKS “BOOK OF STANDARDS” ALL TRAFFIC CONTROL MUST ADHERE TO THE CURRENT EDITIONS OF THE MANUAL ON P
2. ANY QUANTITIES SHOWN HEREON ARE PROVIDED FOR THE REVIEWING AUTHORITIES USE ONLY. THE CONTRACTOR IS RESPONSIBLE > UNIFORM TRAFFIC CONTROL DEVICES (MUTCD.) AND THE MARYLAND SHA WORK ZONE ~ ° gor DAt ARE BASED ON THE CITY OF BALTIMORE SURVEY CONTROL POINTS L @__ - - ; - —~ SLOPE GUTTERPAN IN / EXP. JOINT © WALKS
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5. ALL PROPOSED PAVING AND CURB AND GUTTER SHALL MEET EXISTING PAVING AND EXISTING CURB AND GUTTER FOR LINE, 410-3966865. DURING THE PERMIT REVIEW, THE CONTRACTOR MAY BE BILLED THE CORRECTNESS OR COMPLETENESS OF THE INFORMATION GIVEN. THE CONTRACTOR Froge UcE . o ~_
GRADE AND STYLE. PROVIDE SMOOTH TRANSITION BETWEEN EXISTING AND PROPOSED WORK. ADDITIONAL. TRAFFIC. INSPECTION FEES NOT RELATED TO ANV PREVIOUS. COSTS. SHALL CONTACT MISS UTILITY (800~257—7777) AT LEAST 10 WORKING DAYS PRIOR _ B . CONC. MIX NO. 3 MIN.
6. PATCH EXISTING PAVEMENT AT ALL UTILITY CUTS TO MATCH EXISTING PAVEMENT IN ACCORDANCE WITH BALTIMORE CITY 70 START OF CONSTRUCTION. / 462%?59%5 B cnmoed
STANDARD DETAILS. ; YD ot
7. CONTRACTOR SHALL PROVIDE POSITVE DRANAGE IN GRASS AND PAVED AREAS DURING ALL PHASES OF CONSTRUCTION AND. IN S EOTAT oK PROVOE APRROPRIATE. PEDESTRIAN BDETOUR (#) FOOT PEDESTRIAN 6. CONTRACTOR StlLL NOTIFY OWNER AT LEAST 10 WORKING DAYS PRIOR TO START LC 1211739?940 | ) > e é\ngR)EGATE BASE
8. ALL AREAS SHALL HAVE A MINIMUM 2% SLOPE AWAY FROM THE BUILDING AND TO THE CURB LINE, UNLESS OTHERWISE NOTED. 6. ALL EXCAVATION SHALL BE PLATED (STD. DETAIL B.C. 576.17.1) AT THE END OF E 3065.2.7 REMOVE 51 LF.+ DEPRESSED CURB N 11791.57 o
9. THE CONTRACTOR SHALL NOTIFY MISS UTILITY AT 1-800—257-7777 TWO WORKING DAYS PRIOR TO STARTING WORK. THE . ) F
CONTRACTOR SHALL NOTIFY BALTIMORE CITY STREETS, LIGHTING, CONDUIT SECTION AT 410-396—1311, AND BALTIMORE CITY EACH WORK DAY AND STEEL PLATES AHEAD™ WARNING SIGNS, DISPLAYED IN PAVEMENT MARKINGS AND SIGNAGE NOTES INSTALL BALTO CITY STD DRIVEWAY E 3116.57 CONPACTED SUBGRADE
SEDIMENT AND EROSION CONTROL REPRESENTATIVES AT 410-396-3693 AT LEAST 72 HOURS PRIOR TO STARTING WORK. ADVANCE. 1. THE CONTRACTOR IS RESPONSIBLE FOR ANY SIGNING AND PAVEMENT MARKINGS APRON SEE DETAIL BC=500.01 PROVIDE CONTRACTION JOINTS @ 10’ INTERVALS
10. PROVIDE EXPANSION JOINTS BETWEEN ALL NEW WORK AND EXISTING CONDITIONS 7. THE CONTRACTOR SHALL MANTAN ONE (1) ELEVEN FOOT (11) LANE OF DAMAGED OR DESTROYED DURING CONSTRUCTION. '
11. CONTRACTOR IS RESPONSIBLE FOR ANY CURB DAMAGE DURING SIDEWALK CONSTRUCTION. ' BALTIMORE CITY BC=620.11
12. PROVIDE EXPANSION JOINTS IN ALL SIDEWALKS PER B.C. 655.01. TRAFFIC IN EACH DIRECTION OF TRAVEL OR PROVIDE A TWO-MAN FLAGGING 2. THE CONTRACTOR IS RESPONSIBLE FOR INSTALLATION OF ANY TEMPORARY "NO - = =RLUAVLE v o Sov. L
13. SIDEWALKS SHALL BE INSTALLED WITH 5 INCHES OF MIX NO.2 CONCRETE ON 3 INCHES OF CR—6. OPERATION EQUIPPED WITH "SLOW/STOP" PADDLES. STOPPING” PROHIBITION SIGNING THAT WILL BE NECESSARY TO COMPLETE THIS 7 £ 24th STREET TYPE A CONCRETE CURB AND GUTTER
14. EXISTING INLETS IN THE AREA OF WORK SHALL BE DEPRESSED IN ACCORDANCE WITH BC0379-99, METHOD OF DEPRESSING & NO LANE CLOSURES OR DISRUPTION OF TRAFFIC BETWEEN THE HMOURS PROJECT. /( NOT TO SCALE
INLETS. -
15. ALL RADIl TO MATCH EXISTING CONDITIONS UNLESS OTHERWISE NOTED. OF 7AM—9AM AND 4PM — 6PM WEEKDAYS. ADDITIONAL WORK HOUR 3. THE CONTRACTOR IS RESPONSIBLE FOR ALL NEW PAVEMENT MARKINGS TO | (65’ ROW)
16. ALL HANDICAP RAMPS TO CONFORM TO ADA STANDARDS. RESTRICITIONS MAY BE REQUIRED BASED ON COORDINATION WITH THE SCHOOL. COMPLETE THIS PROJECT. NOTES:
17. CONTACT JEFF HARTMAN (CITY OF BALTIMORE CONDUIT DIVISION — 410-396-1515) ONE WEEK PRIOR TO BEGINNING OF NVIES:
CONSTRUCTION. 9. THE CONTRACTOR SHALL MAINTAIN INGRESS AND EGRESS TO ALL LOCAL CONDUIT NOTE: 1. CONTRACTOR SHALL REMOVE 51% L.F. CONCRETE CURB TO NEAREST JOINT.
: 2. CONTRACTOR SHALL ADJUST MANHOLE COVER.
CONTRACTOR SHALL USE EXTREVE CAUTON DUE T0 BURED. GHBLE IN THi THE OPW MANFIOLES WILL NEED 1O BE ADJUSTED FOR PROPOSED RAMP. ¥ 3. INSTALL PEDESTRIAN CROSSWALK STRIPING AND SIGNAGE PER ADA AND BALTIMORE CITY
10. EXISTING DUCT IS LESS THAN 3'—6” A PROTECTIVE SLAB WILL BE NEEDED TO .
STREET LIGHTING NOTES AREA. THE CITY AT THE CONTRACTOR'S EXPENSE WILL REPAIR ANY DAMAGE. PROTECT THE EXISTING DUCT. STANDARD.
1. THE CONTRACTOR IS REQUIRED TO NOTIFY BGE AND BALTIMORE CITY STREET LIGHTING 1. NO STREET CLOSURES WILL BE ALLOWED. DRIVEWAY APRON DETAIL — GARAGE ENTRANCE SOUTH (KEY SHEET AREA "D")
MAINTENANCE AT 410-396 1311, TWO WEEKS PRIOR TO STARTING WORK. . 4
2. THE CONTRACTOR IS REQUIRED TO PROTECT AND MAINTAIN EXISTING STREET LIGHTING FACILITIES TP
INCLUDING CABLE/CONDUIT SYSTEM. SCALE: 17'=20
3. IF THE CONTRACTOR UNCOVERS OR DAMAGES STREET LIGHTING CONDUIT OR CABLE DURING
CONSTRUCTION, THE CONTRACTOR IS REQUIRED TO NOTIFY STREET MAINTENANCE AT N REFER TO DETAIL BC 500.01 — TYPICAL DRIVEWAYS
410-336—1311 AND BGE IMMEDIATELY. STREET LIGHTING MAINTENANCE WOULD EFFECT REPAIRS OWNER
OR DIRECT BGE TO MAKE SAFE CONDITIONS AND/OR REPLACE CABLE PRIOR TO RESUMING
CONSTRUCTION. ALL SUCH REPAIRS SHALL BE MADE AT THE CONTRACTOR'S/DEVELOPER'S MAYOR & CITY COUNCIL
EXPENSE. F. STREET 707 E. 34TH STREET
4. THE CONTRACTOR WOULD BE RESPONSIBLE TO PROVIDE TEMPORARY LIGHTING AS PER BALTIMORE e S
CITY STANDARDS IF THE EXISTING LIGHTS CAN NOT BE MAINTAINED IN SERVICE DURING -~ T (60° ROW) . BALTIMORE, MD 21218-2959
CONSTRUCTION.
| C Ll
i > )
B2 APPLICANT
4| [S - =~ BALTIMORE CITY PUBLIC SCHOOLS
PROPOSED 3-STORY g < g o 200 E. NORTH AVENUE
SCHOOL BUILDING i N N BALTIMORE, MD 21202
b R 443-984-2000
4 :l N
£
- — @EJ = - % CITY OF BALTIMORE
PROFESSIONAL CERTIFICATION. | HEREBY CERTIFY :#A o ¥ ' O =/ N3 DEPARTMERT Or PLSLIC WORKS
: —
s DT & GIRROLL | 141, TEE SoETS Ve e o et -
05)25/11 1444 | LICENSED PROFESSIONAL ENGINEER UNDER THE B/Eg%_ELD EEIB\IYG:INEERING INC | E. 34th STREET CHIER UTILITY ENGINEERING - SECTION DATE ’ 1222
: LAWS OF THE STATE OF MARYLAND, ’ ;
PATE HONO 215 SCHILLING CIRCLE SUITE 102 (65" ROW) DEVELOPER'S AGREEMENT No.
WARD: 9 HUNT VALLEY, MD 21051 CHIEF WATER & WASTEWATER ENGINEERING DIVISION  DATE
DESIGNED: WTP SECTION. 2 o p— TEL: 410—785—7423 WAVERLY ELEMENTARY SCHOOL NO. 51
DRAWN BY: TM BLOCK: 4050-B FAX: 410-771-1313 BALTIMORE, MD 21202
SEAL CHECKED BY: JAC LOTS: 012 HEAD BUREAU OF WATER & WASTEWATER DATE SIDEWALK AND DRIVEWAY REPLACEMENT PLAN
Bl:égg g R'}_:LéA;VE HIGHWAY BRIDGES DRAINAGE LIGHTING CONDUIT ANE)E%EE)(?ION N o paliialiia ENOMTERING ENGINTERING KEY SHEET SOALE:  AS SHOWN DATE:  FEBRUARY 3. 2011
BY NOT TO SCALE DIRECTOR OF PUBLIC WORKS DATE i ) ’
DATE TRANSPORTATION ENGINEERING DIVISION SHEET 4 OF 4






